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CIRCUIT 2 /

UNIT DUCT *#4

CONDUIT PUSHED, METAL, 3 INCH - 50 FEET

ELECTRIC CABLE IN CONDUIT,

vl section COUNTY | JOTAL [SHEET

T0T,
SHEETS| NO.

10-32HB-3K K CHAMPAIGN 352| 8%

CONTRACT NO. 90758

B
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150"

1507

CONDUIT PUSHED, METAL, 2 INCH - 100 FEET

EACH PARAPET WALL (SEE STRUCTURAL
SHEETS)

NOTES:

: STA. 25468
STA. 41460 600V (XLP - TYPE USE) 3 1/C #2 - 280’
PLACE IN 2~ PVC CONDUIT IN PARAPET
JUNCTION BOX - 2 EACH
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2" PVC CONDUIT EMBEDDED IN JUNCTION BOX - 2 EACH

ATTACH TO STRUCTURE
SEE NOTE
+ LIGHT POLE, STEEL, 45 MH
LUMINAIRE, 250 WATT
6’ METAL FOUNDATION

1. THE FINAL LOCATION OF ALL LIGHT POLE

2.

FOUNDATIONS AND WIRING SHALL BE DETERMINED
BY THE ENGINEER IN THE FIELD.

BRING UNIT DUCT UP INTO JUNCTION BOX THROUGH

2 RIGID CONDUIT IN TRENCH. CONNECT CONDUIT

TO JUNCTION BOX WITH FLEXIBLE CONDUIT TO ACCOMODATE
MOVEMENT OF PARAPET WALL WITH RESPECT TO THE
CONDUIT PENETRATING THE GROUND.

LIGHT POLE, STEEL, 45 MH - TWIN
2 LUMINAIRES, 250 WATT
8’ METAL FOUNDATION
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